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JAY Radio control - BETA

Crane Accessories
JAY Radio control - BETA

BETA
OPERATOR MODULE
The Beta operator module adapts to 
your application to make your process 
more efficient.

This easy-to-use handheld module gi-
ves you incomparable freedom of mo-
vement, precise quality manoeuvres, 
and higher productivity while ensuring 
your operators’ safety. With the Beta 
operator module, experience today’s 
cutting-edge technology.

Main Features

•	 Configurable, intelligent bi-
directional radio link to exchange 
information while adapting to the 
radio environment.

•	 User-friendly screen for look-up, 
selection, validation, configuration…

•	 Compact, easy-to handle casing for 
one-hand control.

•	 Quick and easy setup for application 
configuration thanks to iDialog 
software (labels, feedback, alarms, 
mapping actuators/outputs, 
interlocks, network features, access 
by PIN codes).

•	 Easy to maintain thanks to its 
diagnostic aid system (information 
on screen, iDialog analysis software).

•	 2 charging modes possible (on 6 + 4 
model):

ūū Rugged industrial charger for 
operator module,

ūū Rugged industrial charger for 
battery..

COMPACT

EASY TO HANDLE

FLEXIBLE

Beta ATEX IECEx P010EN

Compact, easy to handle, flexible Operator module
2 or 6 function buttons + 2 navigation buttons
+ start/validation + stop
3 different button types available
IP65 tightness Operator module
Integrated or Plug-in rechargeable battery
Safety stop PL e EN ISO 13849 and SIL 3 EN 61508
Bidirectional communication
64 frequencies in 433-434MHz
12 frequencies in 869MHz
64 frequencies in 911-918MHz
Many options available : 
• buzzer...

Pika ATEX IECEx P015EN

Compact, Ergonomic Operator module
1 or 2 joysticks + 4 or 6 function buttons
+ 2 navigation buttons + start/validation + stop
6 different button types available
IP65 tightness Operator module
Plug-in rechargeable battery
Safety stop PL e EN ISO 13849 and SIL 3 EN 61508
Bidirectional communication
64 frequencies in 433-434MHz
12 frequencies in 869MHz
64 frequencies in 911-918MHz
Many options available :
• recovery control by cable link...

Moka ATEX IECEx P011EN

Modular, multifunction Operator module
2, 3 joysticks or 6 levers + 4 to 16 function buttons
+ 2 navigation buttons + start/validation + stop
6 different button types available
IP65 tightness Operator module
Plug-in rechargeable battery
Safety stop PL e EN ISO 13849 and SIL 3 EN 61508
Bidirectional communication
64 frequencies in 433-434MHz
12 frequencies in 869MHz
64 frequencies in 911-918MHz
Many options available :
• recovery control by cable link...

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
II 2 G D
Ex ia IIC T4 or 145°C Gb (1)
Ex ia IIIC T135°C or T145°C Db (1)
I M1
Ex ia I Ma
LCIE 14 ATEX 3055 X
IECEx LCIE 14.0049 X

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
II 2 G D
Ex ia IIC T4 or 145°C Gb (1)
Ex ia IIIC T135°C or T145°C Db (1)
I M1
Ex ia I Ma
LCIE 15 ATEX 3055 X
IECEx LCIE 15.0045 X

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
II 2 G D
Ex ia IIC T4 or 145°C Gb (1)
Ex ia IIIC T135°C or T145°C Db (1)
I M1
Ex ia I Ma
LCIE 15 ATEX 3058 X
IECEx LCIE 15.0047 X

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
I M1
Ex ia I Ma
LCIE 14 ATEX 3014 X
IECEx LCIE 14.0015 X

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
I M1
Ex ia I Ma
Ui : 8V; Pi : 310mW;
Ci : 96.2µF; Li : 0.54µH;
LCIE 15 ATEX 3058 X
IECEx LCIE 15.0047 X

 0081
II 1 G D
Ex ia IIB T4 or 145°C Ga (1)
Ex ia IIIC T135°C or T145°C Da (1)
I M1
Ex ia I Ma
Ui: 5.9V; Ii: 210mA; Pi: 310mW;
Ci: 96.2µF; Li: 0.54µH
LCIE 14 ATEX 3014 X
IECEx LCIE 14.0015 X

:

With cable link option :

With cable link option :

(1) Temperature classes depending on Tamb:
-20°C ≤ Tamb ≤ +40°C, temperature classes are T4 for gas and T135°C for dust.
+40°C ≤ Tamb ≤ +50°C, temperature classes are 145°C for gas and T145°C for dust.

Gama ATEX IECEx P014EN

Robust, Ergonomic, Secure Operator module
6 or 10 function buttons + 2 navigation buttons
+ start/validation + stop
3 different button types available
IP65 tightness Operator module
Plug-in rechargeable battery
Function buttons designed to SIL 2 per EN 61508 and PL d per EN ISO 13849
Safety stop PL e EN ISO 13849 and SIL 3 EN 61508
Bidirectional communication
64 frequencies in 433-434MHz
12 frequencies in 869MHz
64 frequencies in 911-918MHz

BETA ATEX IECEx
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ZAC La Bâtie
Rue Champrond
F 38334 SAINT-ISMIER France

Tel. +33 (0)4 76 41 44 00
Fax +33 (0)4 76 41 44 44

www.jay-electronique.com

The products shown in this document are subject to change. 
The description, photos and characteristics are not 
contractually binding.
RadioCrane, RadioDrive, RadioSafe, RadioLift, RadioGreen, 
RadioBuild, RadioFarm, RadioMotion are trademarks 
of JAY Electronique France.

ACCESSORIES

Sheet of adhesive labels for operator module :

The button functions are identified by adhesive labels in the recesses 
provided in the operator module casing next to the pushbuttons.

Sheet of adhesive
labels for your
mobile equipment :

6,4 mm

22 m
m

UWE205
Reference :

Kit containing 48 white
blank labels + 48 trans-
parent protecting labels
for customised markings

Standard charger for Beta 2
or Beta 6 operator modules

Standard version references

PWCB020
PWCB060
Dimensions : • 220x82x76 mm
                      • 272x82x76 mm
Power supply : 12/24 VDC
Power : 7w

References for version with 
2 relays + 1 logic input + 
buzzer

PWCB021
PWCB061

References version with 
1 relay + 4 logic inputs + 
buzzer

PWCB022
PWCB062

Mechanical support for 
operator Beta 6 Module

Reference : PWCB06M
Dimensions: 272x82x76 mm

M12 female 4/5 points cable

Reference : PWM201
Length : 2 m

Battery charger

Reference : PWC
Dimensions: 170x65x36 mm
Power supply : 12/24 VDC 
Power : 7w

Plug-in battery
for Beta 6 operator module

Reference : PWB
Dimensions : 57x56x16 mm
Voltage : 3,7V
Capacity : 1900mAh

Built-in battery
for Beta 2 operator module

Voltage : 3,7V
Capacity : 1700mAh

Mains power adapter for 
battery charger

Reference : UBCU
Dimensions : 41x72x39 mm
Power supply : 100-240VAC
Output : 12VDC
Power : 7 w

Rack for battery chargers
(6 slots)
Sold without charger 

Reference : PWR
Dimensions : 470x147x8 mm

Mains power adapter for rack

Reference : PWAUR
Power supply : 100-240VAC
Output : 12VDC
Power : 36 w

Removable 2-point
shoulder strap

Reference : UWE102

Removable 3-point
shoulder strap

Reference : UWE104

Carrying sleeve
for Beta 2 module

Reference : PWM107

Carrying sleeve
for Beta 2 module

Reference : PWM108

Carry strap wrist 

Reference : PWM111

Protective Case for Beta 6 

Reference : PWM106

Cover and protection for 
carrying Beta 6

Reference : PWM102

P-001-EN-D d.B

6,4 m m

2
2

 m
m

black white brown green blue yellow

Forward
Backward

Right
Left

Up
Down

UWE202
Reference :

Kit of 6 colored labels «movements»
for double-action pushbuttons

*

U
P

D
O
W
N

E
V
E
R
S
E

R
O
R
W
A
R
D

F

N
O
R
T
H

S
O
U
T
H

W
E
S
T

E
A
S
T

N
O
R
D

S
U
D

O
U
E
S
T

E
S
T

L
E
F
T

R
I
G
H
T

1
2 1 1

2

1
2

3

3
4

3
+4

1

2
1+2

1 2 3
GATE

ON

OFF

S
H
U
N
T

+
R
P
M

-
R
P
M

1
2

1
+2

4

7 8 9

4 5 6

2 3 3
4

4
3

3
+4

3

6 ,4  m m

2
2

 m
m

UWE207
Reference :

Kit containing 90 black/white labels for «movement, special functions, customization»
controlled with pushbuttons and switches

*

* = standard sheet of labels supplied with operator module

160
mm

Brown Green

400 mm

UWE001
Reference :

Reference :

180
mm

490 mm

UWE002

Brown Green Blue Yellow

slot no 1 no 2 no 3 no 4 no 5 no 6

Cigarette lighter plug 
adapter for battery charger

Reference : PWA4
Dimensions : 90x20x20 mm
Power supply : 12-24VDC
Output : Power supply
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JAY Radio control - BETA

Crane Accessories
JAY Radio control - BETA

2+4 model

6 +4 model

LABELS FOR 
IDENTIFYING 
FUNCTIONS

OPTIONAL VIBRATOR 
(ALARM)

OPTION 
AUTOMATIC

DETECTION OF 
INACTIVITY

«DEAD MAN»

OPTION 
ALARM DEVICE FOR 
ISOLATED WORKER

DATI

EMERGENCY STOP 
PALMSWITCH 

SIL 3 - PL e

CARRYING 
STRAP

NAVIGATION 
BUTTONS

INTEGRATED
REINFORCED ABS
AND PROTECTIVE 

FOAM

BIDIRECTIONAL 
RADIO LINK

CASING SHAPED 
TO PREVENT 

UNINTENTIONAL 
ACTIONS

OPTIONAL 
BNC ANTENNA 

CONNECTOR

R SEALED USB
INTERFACE FOR
DIAGNOSTICS,

CONFIGURATION

HIGH-CAPACITY 
PLUG-IN BATTERY 

(6+4 MODEL)

SEALS

BREATHABLE 
MEMBRANE
PREVENTS

CONDENSATION

Beta
OPERATOR MODULE 

OPTIONAL
M12 INDUSTRIAL
CONNECTOR FOR 

CONNECTING TWO DRY 
CONTACTS

OPTIONAL
PUSHBUTTON

OPTIONAL IR
ACTION AREA
LIMITATION

(A)

OPTIONAL
STARTUP BY

IR VALIDATION

OR OR

OR

OR OR

OPTION
BUZZER 80 dbA

OPTIONAL IR ACTION 
AREA LIMITATION

(B)

ON / VALIDATION 
BUTTON

TOUGH BACKLIT 
SCREEN WITH 

ANTI-REFLECTION, 
SHOCK-PROOF, 

ANTI-SCRATCHING 
FEATURES

MULTIMODES 
OPTION
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The operator module comes in two housing 
versions :

>  « 2+ 4(a) »(a) operator module with 2 
function buttons(b) :

 • 2 single-action pushbuttons

 • 2 double-action pushbuttons

>  « 6 + 4 »(a) operator module with 6 func-
tion buttons(b) :

 • 6 single-action pushbuttons

 • 6 double-action pushbuttons

 •  4 double-action pushbuttons 
+ 2 single-action pushbuttons 
(under the navigation buttons)

(a)  Each version has 2 navigation pushbuttons, 
1 «On/validation» pushbutton and 1 emergency stop 
palmswitch.

(b)  The single-action pushbuttons can be 
configured as selectors for 2, 3 or «n» positions 
with status indication on the screen.

The operator module comes in two housing 
versions :

> « 2+ 4(a) »(a) operator module with 2
function buttons(b) :

• 2 single-action pushbuttons

• 2 double-action pushbuttons

> « 6 + 4 »(a) operator module with 6 func-
tion buttons(b) :

• 6 single-action pushbuttons

• 6 double-action pushbuttons

•  4 double-action pushbuttons
+ 2 single-action pushbuttons 
(under the navigation buttons)

(a)  Each version has 2 navigation pushbuttons, 
1 «On/validation» pushbutton and 1 emergency stop
palmswitch.

(b)  The single-action pushbuttons can be 
configured as selectors for 2, 3 or «n» positions
with status indication on the screen.

TECHNICAL CHARACTERISTICS

MECHANICAL CHARACTERISTICS AND ENVIRONMENTAL WITHSTAND CAPACITY

Housing material shock-resistant reinforced ABS

Tightness IP65

Weight (with battery) 2 buttons : 400 g

 6 buttons : 485 g

Dimensions 2 buttons : 182 x 75 x 50 mm

 6 bottons : 235 x 75 x 50 mm

Stowed on charger support

Carried in carrying sleeve

 by 2-point shoulder strap

 by 3-point shoulder strap

ENVIRONMENTAL WITHSTAND CAPACITY 

Operating temperature range -20°C to + 50°C

Storage temperature range of housing alone -20°C to + 70°C

Storage temperature range of battery -20°C to + 50°C

ELECTRICAL AND RADIO CHARACTERISTICS 

Power supply  Li-ion battery 

Endurance (25°C) of radio link, activated

100% time 10 hours

Frequency selection 64 frequencies on 433-434 MHz

Manual / automatic 12 frequencies on 869 MHz

 64 frequencies on 911-918 MHz

Transmit power < 10 mW (license free)

Range limitation 10 power levels, configurable

Modulation  FM 

Average range (1) 100 m in industrial space (1)

 300 m in open space (1)

Charging time (endurance > 80%) 3 H (20 mn of charge get 1h autonomy)

Charging temperature range 0°C to + 40°C

FUNCTIONAL CHARACTERISTICS

Display Backlit LCD, 128 x 128 pixels 

 42mm (L) x 40mm (H)

USB interface for configuration and mini-B 5-point USB connector

diagnostics Easily accessible by cover on

 back contact of operator module

Operating indications Visible on screen (radio link status,

 battery status, status of buttons, 

 information feedback…) 

Function buttons 2 or 6 pushbuttons (available as single 

 or double-action buttons 

 and configurable as selectors with n positions)

Navigation and 2 pushbuttons to 

startup buttons configure the product

 1 On / Validation button (for startup 

 and validation of menus on screen)

Emergency stop 2 positions with rotary unlock system

Standby function User-definable time delay

 (from 1 s to infinity)

(1)  Range varies according to environment conditions around operator module and 
reception antenna (steel works, metal walls, etc.).

MECHANICAL CHARACTERISTICS AND ENVIRONMENTAL WITHSTAND CAPACI

ENVIRONMENTAL WITHSTAND CAPACITY

ELECTRICAL AND RADIO CHARACTERISTICS 

FUNCTIONAL CHARACTERISTICS

25

20
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PWT20

Max range.
See Fig.A

IR

PWT20

ADDITIONAL OPTIONSDESCRIPTION

OR

OR

OR

Beta
OPERATOR MODULE 

The screen on the operator module allows 
you to easily configure  and choose items 
such as :

> The screen language 
> The transceiver which you want to use
> The radio transmit frequency and power
>  The duration of the « standby » time delay 

(Automatically stops operator module and 
associated transceiver if not used for a 
defined period of time)

>  The different operating modes of the 
equipment (32 max.)

It also allows to view :
• Battery charge level 
• Radio communication 
• Equipment labels and controlled 

functions (max 96 different labels for 
selectors)

• Equipment feedback (16 max feedback 
with 10 labels / feedback and max 48 
labels in total)

• Alarms (8 for application use + 8 for system)

Compatibility:
These operator modules work with Elio, Alto, 
Timo transceivers to be defined according the 
application.

STARTUP BY IR VALIDATION

Startup of the remote-controlled 
equipment can be secured by adding 
an IR startup feature.
-  To start the equipment, the operator 

must point the module in the direction 
of the PWT20 IR module(s) mounted 
on the equipment to be controlled. 
The “Operator module / Equipment 
controlled” match-up takes place 
with no possibility of error.

-  The IR startup feature has an action 
range of 0 to 24 m (see fig. A).

LIMITATION OF ACTION AREA BY INFRARED

The operator module is equipped with 
an IR emission function which detects 
an operator in the IR working area. 
Operator safety is ensured since the 
operator is required to work in the IR 
area.
The maximum range guarantied 
between the PWT20 IR modules and 
the operator module is 22 meters (See 
fig.A) or 8 meters (See fig.B).

Fig. B

C16 INDUSTRIAL CONNECTOR FOR 2 DRY 
CONTACTS

- 4 connection points
- switching capacity < 10 mA
- female socket
- supplied with cap
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www.vinca.es

BARCELONA
Tel 93 635 61 20
Fax 93 635 61 30
info@vinca.es

MADRID
Tel: (+34) 616 91 69 82
madrid@vinca.es

VALENCIA
Tel: (+34) 647 817 537
valencia@vinca.es

GALICIA
Tel: (+34) 648 923 832
galicia@vinca.es
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VINCA products
• Bridges crane and gantry cranes
• Jib cranes
• Hoists and winches
• Scissor Tables and scissor lifts
• Elevators/Lifts for loads (PLT)
• Dock levelers
• Moving Dock levelers (RMC)
• Coats Furniture
• Wheel-lok (Vehicle Immobilizer)
• Safety equipment for docks
• Vacuum lifters VACU-LIFT
• Industrial Manipulators
• Pallet Inverters /Tippers
• Levelers NIVELMATIC
• Tilters inclinator
• Skips
• Industrial fans
• Industrial � exible doors, high speed doors
• Cold storage doors
• Fire doors
• Safety gates DOK-GUARDIAN
• Festoon for mobile equipment
• Lifting appliances
• Industrial Radio Controls
• After Sales Service for above equipment

 ATEX classi� ed equipment as option.  


