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1Apiladores
Elevadores móviles



HA010000000

HA310000000

HA410000000

HA512000000

HA612000000

HA712000000

Batería y cargador integrado. TX10/09

TX10/16

TX10/20

TX12/25

TX12/29

TX12/35

900 mm

1.600 mm

2.000 mm

2.500 mm

2.900 mm

3.500 mm

1.000 Kg

1.000 Kg

1.000 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.300 mm

1.970 mm

2.370 mm

1.780 mm

1.980 mm

2.250 mm

STRADDLE

HA310010000 TX10/16 STD 1.600 mm 1.970 mm1.000 Kg

12V/70 Ah

12V/70 Ah

12V/70 Ah

2x12V/70 Ah

2x12V/70 Ah

2x12V/70 Ah

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

12V/70 Ah Ver ficha técnica

Replegado BateríaCódigo Modelo Elevación Carga Ficha técnica Serie TX

HI01000B000

HI01030B000

HI01030P000

HI010L0P000

HI31000B000

HI31030B000

HI31030P000

HI310L0P000

Batería y cargador integrado.

RX 10/09

RX 10/09 GEL

RX 10/09 EVO GEL

RX 10/09 EVO Li-Ion

RX 10/16

RX 10/16 GEL

RX 10/16 EVO GEL

RX 10/16 EVO Li-Ion

900 mm

900 mm

900 mm

900 mm

1.600 mm

1.600 mm

1.600 mm

1.600 mm

1.000 Kg

1.000 Kg

1.000 Kg

1.000 Kg

1.000 Kg

1.000 Kg

1.000 Kg

1.000 Kg

1.270 mm

1.270 mm

1.270 mm

1.270 mm

1.970 mm

1.970 mm

1.970 mm

1.970 mm

OPCIONALES (MONTAJE EN ORIGEN)

SISTEMA AUTO ELEVACIÓN (Sólo disponible para versión EVO)

SISTEMA DE PESAJE A PRESION (NEW)

HZ000S0000U
TBD

2x12V/70 Ah

2x12V/50 Ah 

2x12V/50 Ah 

1x24V/50 Ah

2x12V/70 Ah

2x12V/50 Ah 

2x12V/50 Ah 

1x24V/50 Ah

 Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Replegado BateríaCódigo Modelo Elevación Carga Ficha técnica

Serie RX

HB105000000

HB310000000

MX 510

MX 1016

1.000 mm

1.600 mm

500 Kg

1.000 Kg

1.490 mm

1.970 mm

185 Kg

210 Kg

Ver ficha técnica

Ver ficha técnica

Replegado PesoCódigo Modelo Elevación Carga Ficha técnica

Serie MX

Ver ficha técnica

APILADORES MANUALES

APILADORES ELECTROMANUALES

APILADORES ELÉCTRICOS
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https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-manual-MX-510.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-manual-MX-10-16.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-10-09.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-10-16.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-10-20.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-12-25.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-12-29.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-12-35.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electromanual-TX-10-16-STRADDLE.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-09.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-09-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-09-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-09-EVO-LION.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-16.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-16-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-16-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-RX-10-16-EVO-LION.pdf


Batería y cargador integrado.

Ver ficha técnica
Ver ficha técnica

Ver ficha técnica
Ver ficha técnica

Ficha técnicaSerie GX

HLW14000000

HLW14030000

HLB14000000

HLB14030000

HLF14000000

HLF14030000

TBD

TBD

LX 14/42

LX 14/42  FREE LIFT

LX 14/45

LX 14/45  FREE LIFT

LX 14/50

LX 14/50  FREE LIFT

LX 14/55

LX 14/55  FREE LIFT

4.200 mm

4.200 mm

4.500 mm

4.500 mm

5.115 mm

5.115 mm

5.500 mm

5.500 mm

1.400 Kg

1.400 Kg

1.400 Kg

1.400 Kg

1.400 Kg

1.400 Kg

1.400 Kg

1.400 Kg

1.985 mm

1.994 mm

2.080 mm

2.089 mm

2.285 mm

2.294 mm

2.414 mm

2.423 mm

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

LX TRIPLEX

24V - 225 Ah
24V - 300 Ah

24V-25A
24V-35A

ACCESORIOS

BATERÍA
BATERÍA
Cargador High Frecuency - Batería 225Ah
Cargador High Frecuency - Batería 300Ah

HY000A00062
HY000A00063
EY000A0000S
EY000A0000T

OPCIONALES (MONTAJE EN ORIGEN)

PLATAFORMA ABATIBLE CONDUCTOR MONTADO
ANILLO MOTORUEDA EN POLIURETANO
SISTEMA RELLENADO AUTOMATICO DE AGUA
KIT PARA CAMARA FRIGORIFICA
GAMA COMPLETA DISPONIBLE EN VERSIÓN STRADDLE -VIA ANCHA-
SISTEMA DE PESAJE A PRESION (NEW)

TBD
TBD
TBD
TBD
TBD
TBD

HL312000000

HL512000000

HL612000000

HL612030000

HL712000000

HLD12000000

HLW12000000

HL316000000

HL516000000

HL616000000

HL716000000

LX 12/16

LX 12/25

LX 12/29

LX 12/29 FREE LIFT

LX 12/35

LX 12/38

LX 12/42

LX 16/16

LX 16/25

LX 16/29

LX 16/35

1.600 mm

2.500 mm

2.900 mm

2.900 mm

3.500 mm

3.850 mm

4.200 mm

1.600 mm

2.500 mm

2.900 mm

3.500 mm

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.600 Kg

1.600 Kg

1.600 Kg

1.600 Kg

1.965 mm

1.788 mm

1.988 mm

1.965 mm

2.258 mm

2.435 mm

2.600 mm

1.965 mm

1.765 mm

1.965 mm

2.265 mm

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 2,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

1,2/ 3,2 KWs

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Replegado TRAC. / ELEV.Código Modelo Elevación Carga Ficha técnica 

Motorueda en AC.
No incluye batería ni 
cargador de serie.

Serie LX

HM51200B000

HM61200B000

HM71200B000

HM51230B000

HM61230B000

HM71230B000

HM51230P000

HM61230P000

HM71230P000

HMW1230P000

2.500 mm

2.900 mm

3.500 mm

2.500 mm

2.900 mm

3.500 mm

2.500 mm

2.900 mm

3.500 mm

4.200 mm

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.200 Kg

1.787 mm

1.987 mm

2.250 mm

1.787 mm

1.987 mm

2.250 mm

1.787 mm

1.987 mm

2.250 mm

2.600 mm

Replegado BateríaCódigo Modelo Elevación Carga

OPCIONALES (MONTAJE EN ORIGEN)

HZ000S0000Y
TBD
TBD

GX 12/25

GX 12/29

GX 12/35

GX 12/25 GEL 

GX 12/29 GEL 

GX 12/35 GEL 

GX 12/25 EVO GEL 

GX 12/29 EVO GEL 

GX 12/35 EVO GEL 

GX 12/42 EVO GEL 

2x12V/85 Ah

2x12V/85 Ah

2x12V/85 Ah

2x12V/105 Ah

2x12V/105 Ah

2x12V/105 Ah

2x12V/105 Ah

2x12V/105 Ah

2x12V/105 Ah

2x12V/105 Ah

2.900 mm
2.900 mm

1.200 Kg
1.200 Kg

1.965 mm
1.965 mm

GX DUPLEX FREE LIFT 

GX TRIPLEX 

GX 12/29 GEL FREE LIFT 
GX 12/29 EVO AGM FREE LIFT

HM61233B000
HM61233P000

2x12V/105 Ah
2x12V/105 Ah

4.200 mm
4.200 mm

1.000 Kg
1.000 Kg

1.985 mm
1.994 mm

GX 10/42 EVO GEL - TRIPLEX
GX 10/42  EVO GEL - TRIPLEX - FREE LIFT

HMW1030T000
HMW1033T000

2x12V/105 Ah
2x12V/105 Ah

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

Ver ficha técnica

KIT BATERÍA LITIO (ÚNICAMENTE DISPONIBLE PARA MODELOS EVO)

GAMA COMPLETA DISPONIBLE EN VERSIÓN STRADDLE - VIA ANCHA

SISTEMA DE PESAJE A PRESION (NEW)
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https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-25.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-29.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-35.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-25-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-29-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-35-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-25-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-29-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-35-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-42-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-29-FREELIFT-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-12-29-EVO-AGM-FREELIFT.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-10-42-TRIPLEX-EVO-GEL.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-GX-10-42-TRIPLEX-EVO-GEL-FREELIFT.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-16.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-25.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-29.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-29-FREE-LIFT.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-35.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-38.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-12-42.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-16-16.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-16-25.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-16-29.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-16-35.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-42-TRIPLEX.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-42-TRIPLEX-FREE-LIFT.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-45-TRIPLEX.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-45-TRIPLEX-FREE-LIFT.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-50-TRIPLEX.pdf
https://www.vinca.es/wp-content/uploads/sotawp-vinca/pdf/pramac/apilador-electrico-LX-14-50-TRIPLEX-FREE-LIFT.pdf


CARACTERÍSTICAS GENERALES TIMÓN

Baterías Gel. Ventajas principales: duplica el número de ciclos de carga en comparación con AGM
(mayor vida útil), mayor profundidad de descarga, sin mantenimiento.

Baterías Li-Ion. Ventajas principales: ciclo de vida más largo, carga rápida, posibilidad de cargas parciales, peso re-
ducido, gran profundidad de descarga, bajo coste de mantenimiento.

Elevación Libre (Free Lift). La elevación libre ofrece una mayor elevación de las horquillas desde  el suelo (h2), sin 
desplegar el mástil. Permitiendo elevar las horquillas sin incrementar la altura mínima del apilador (h1).

Vía ancha - Straddle. Versión de apilador que permite ajustar las horquillas - de tipo FEM 2A - e incluso las patas de 
apoyo ofreciendo gran versatilidad para manipular cargas de diferentes tamaños y/o elevar palets cerrados.

Sistema de Auto Elevación. Sistema automático que utiliza sensores para ajustar las horquillas, manteniendo una 
altura constante de trabajo.

APILADORES ELÉCTRICOS

STANDARD
LIVIANO
ARRANQUE

EVO GEL
MEDIO
GEL

MOTOR DE TRACCIÓN DC MOTOR DE TRACCIÓN DC

GEL
MEDIO
GEL

RX - GX
TIPO DE USO

BATERÍA

CARACTERÍSTICAS

EVO Li-Ion 
SEMI-INTENSIVO
LI-ION

CONTROL ON/OFF DE SUBIDA/BAJADA 
DE HORQUILLAS CON BOTONERA

CONTROL DESCENSO PROPORCIONAL 
DE HORQUILLAS

CARACTERÍSTICAS GENERALES TIMÓN

TIMON STANDARD
Comando de Mariposa
Pulsador de Seguridad
Botón Tortuga
-
-

TIMON EVO
Comando completo de Mariposa
Pulsador de Seguridad
Botón Tortuga
Indicador Digital Estado Batería
Cuenta Horas Digital

C/ Técnica, 39

Pol. Ind. Torre Bovera

08740 St. Andreu de la Barca

BARCELONA

www.vinca.es

BARCELONA
Tel 93 635 61 20
Fax 93 635 61 30
info@vinca.es

MADRID
Tel: (+34) 616 91 69 82
madrid@vinca.es

VALENCIA
Tel: (+34) 647 817 537
valencia@vinca.es

GALICIA
Tel: (+34) 648 923 832
galicia@vinca.es




