
43.3_multilift-80_en

Mobile lift manipulators
Multilift 80
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Multilift 80

Mobile lift manipulators
Multilift 80

A complete new range of small multi purpose lifters
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3
Mobile lift manipulators
Multilift 80
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Mobile lift manipulators

Multilift 80

Multilift 80

SPECIFICATION
•	 Steel or Stainless 304
•	 80kg @ 400mm capacity
•	 Fast lift speed 100mm / second
•	 Precision Ball screw lift for safety & reliabiability
•	 Motor with brake
•	 Choice of front casters / fixed or swivel
•	 Controls on cable IP67
•	 Controls with light
•	 Controls with battery level
•	 24v (2 x 12v battery x 7.2 Amp/Hour)
•	 2 Amp charger - external or internal (choose)
•	 Quick Change tools
•	 Washdown electrics Option
•	 Sealed batteries
•	 48kg excluding tool



Te
l: 

(+
34

) 
93

 6
35

 6
1 

20
 -

 in
fo

@
vi

nc
a.

es
 -

 w
w

w
.v

in
ca

.e
s

5
Mobile lift manipulators
Multilift 80

Multilift 80

IP67 Controls on cable, with light and 
battery level
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Mobile lift manipulators

Multilift 80

Lifter

LIFTER : Max 80kg @ 400mm Art No. ML80-000 

Revision 02   Aug-18 

 Steel Powder Coated RAL 7031 Matt Grey with ABS Blue Plastic Cover 
 OR Stainless Steel with Fine Glass Blast finish with Stainless Rear Cover 
 Lift Mechanism: Ball Screw with direct drive motor. Self locking 
 Lift speed 100mm/sec 
 Electrics: 24V motor Controller with soft start.  
 Batteries: 2x 7.2 Amp Sealed Batteries. 2 Amp Charger (110-240V) Battery status indicator 
 Water Protection: Standard IP54 Equivalent / Optional IP65 Equivalent 
 Rear Casters - 100mm Dia with toe lock 
 Front Casters - Quick Change: Fixed Direction or Swivel 

 Note 
 Steel ML80 with ML80 1021 Front Swivel wheel option shown 
 Dimensions marked * will vary depending on the front wheel option selected 

Ref. ML80-000
•	 Max 80kg @ 400mm 
•	 Steel Powder Coated RAL 7031 Matt Grey with ABS Blue Plastic Cover
•	 OR Stainless Steel with Fine Glass Blast finish with Stainless Rear Cover
•	 Lift Mechanism: Ball Screw with direct drive motor. Self locking
•	 Lift speed 100mm/sec
•	 Electrics: 24V motor Controller with soft start.
•	 Batteries: 2x 7.2 Amp Sealed Batteries. 2 Amp Charger (110-240V) Battery status indicator
•	 Water Protection: Standard IP54 Equivalent / Optional IP65 Equivalent
•	 Rear Casters - 100mm Dia with toe lock
•	 Front Casters - Quick Change: Fixed Direction or Swivel

Note
Steel ML80 with ML80 1021 Front Swivel wheel option shown.
Dimensions marked * will vary depending on the front wheel option selected.
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Mobile lift manipulators
Multilift 80

Single Arm
SINGLE ARM DATA SHEET   Art No. ML80-100 

Revision 03   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 

Reversible tool for extra lift height 

Dimensions marked * are for the tool in the reversed position 

Ref. ML80-100
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
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Mobile lift manipulators

Multilift 80

Roller Arm
ROLLER ARM DATA SHEET   Art No. ML80-150 

Revision 02   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 

 Note 
 Dimensions marked * are to the centreline of the roll and will vary depending on 

the core diameter of the roll 
 Dimensions shown suit a 70mm core diameter 

Lift to Release 

Ref. ML80-150
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish.

Note
Dimensions marked * are to the centreline of the roll and will vary depending on the core diameter of the roll
Dimensions shown suit a 70mm core diameter
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Mobile lift manipulators
Multilift 80

Twin Arm TWIN ARM DATA SHEET   Art No. ML80-200 

Revision 02   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 

Ref. ML80-200
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
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Mobile lift manipulators

Multilift 80

Adjustable Crate ForksADJUSTABLE CRATE FORKS Art No. ML80-300 

Revision 01 

Material: 304 Stainless Steel and Aluminium with fine Glass Blast finish 

Max 80kg @ 400mm Ref. ML80-300
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel and Aluminium with fine Glass Blast finish.
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Mobile lift manipulators
Multilift 80

Cradle End ForksCRADLE END FORKS DATA SHEET Art No. ML80-400 

Revision 02   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 

Ref. ML80-400
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
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Mobile lift manipulators

Multilift 80

Small Pallet ForksSMALL PALLET FORKS DATA SHEET Art No. ML80-420 

Revision 01   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 

 Note 
 Add 10mm to dimension marked * if front swivel wheel options selected 

Ref. ML80-420
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel and Aluminium with fine Glass Blast finish.

Note
Add 10mm to dimension marked * if front swivel wheel options selected.
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Mobile lift manipulators
Multilift 80

Roll Turner ROLL TURNER DATA SHEET Art No. ML80-500 

Revision 03   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 

Rotation Lock 

Inbuilt 
Side Shift Torque Limiter 

Nose wheel helps 
release roll 

Side Shift Lock 

 Max Roll Weight 45kg 
 Max Roll Width 500mm 
 Max Roll Dia 650mm 

 Core Dia 76mm 
 ML80-550 Slide on Core Adaptor available for 152mm sizes  
 Reaches 509mm on to pallet 

Ref. ML80-500
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 Max Roll Weight 45kg

•	 Max Roll Width 500mm
•	 Max Roll Dia 650mm
•	 Core Dia 76mm
•	 ML80-550 Slide on Core Adaptor available for 152mm sizes
•	 Reaches 509mm on to pallet
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Mobile lift manipulators

Multilift 80

Core Adaptor76  152mm CORE ADAPTOR Art No. ML80-550 

Revision 02 

Material: Acetal 
 Weight 12kg 
 Slide on Core Adaptor available for 152mm core size 

Ref. ML80-550
•	 76 to 152mm Core adaptor.
•	 Material: Acetal.

•	 Weight 12kg
•	 Slide on Core Adaptor available for 152mm core size
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Mobile lift manipulators
Multilift 80

Platform Tool PLATFORM TOOL DATA SHEET Art No. ML80-600 

Revision 02   Aug-18 

Material: 304 Stainless Steel Frame with Nylon top plate 

Max 80kg @ 400mm 
Ref. ML80-600
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel Frame with Nylon top plate pallet
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Mobile lift manipulators

Multilift 80

Rotary V-BedROTARY V-BED DATA SHEET Art No. ML80-700 

Revision 02   Aug-18 

Material: 304 Stainless Steel with fine Glass Blast finish 
Max 80kg @ 400mm 
 Suits roll diameters between 200mm and 400mm 
 V-bed width 400mm suits maximum roll length of 700mm (only when loaded symmetrically) 
 360° Bed rotation 
 Custom versions available to suit specific roll dimensions 

Ref. ML80-700
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 Suits roll diameters between 200mm and 400mm

•	 V-bed width 400mm suits maximum roll length of 700mm 
(only when loaded symmetrically)

•	 360° Bed rotation
•	 Custom versions available to suit specific roll dimensions
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Mobile lift manipulators
Multilift 80

Hanger with Hook
HANGER WITH HOOK DATA SHEET Art No. ML80-800 

Revision 02   Aug-18 

Material: 304 Stainless Steel. (Collar fits onto ML80 100 Single Arm) 

Max 80kg @ 400mm 

Fits ML80-100 Single Arm 
(arm sold separately) 

Dimension marked * reduced by 224mm if arm tool fitted in reverse position 

Ref. ML80-800
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel. (Collar fits onto ML80 100 Single Arm)

Note
Dimension marked * reduced by 224mm if arm tool fitted in reverse position.
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Mobile lift manipulators

Multilift 80

Hanger with ChainsHANGER WITH CHAINS DATA SHEET Art No. ML80-850 

Revision 01   Aug-18 

Material: 304 Stainless Steel. (Collar fits onto ML80 100 Single Arm) 

Max 80kg @ 400mm 

Fits ML80-100 Single Arm 
(arm sold separately) 

Dimensions marked * reduced by 224mm if arm tool fitted in reverse position 

Ref. ML80-850
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel. (Collar fits onto ML80 100 Single Arm)

Note
Dimensions marked * reduced by 224mm if arm tool fitted in reverse position.
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Mobile lift manipulators
Multilift 80

Clamp CLAMP Art No. ML80-900 

Revision 01 

Material: 304 Stainless Steel with fine Glass Blast finish 
 Max 45kg 
 Dia  275 - 575 mm 
 Side Rotation - Free moving bearing with sprng lock at each  45 degrees 
 Min lift 250mm Max  lift  1825 mm 
 Choice of Hands 

Ref. ML80-900
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 Max 45kg

•	 Dia 275 - 575 mm
•	 Side Rotation - Free moving bearing with sprng lock at 

each 45 degrees
•	 Min lift 250mm Max lift 1825 mm
•	 Choice of Hands
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Mobile lift manipulators

Multilift 80

Linear Side ShiftLINEAR SIDE SHIFT DATA SHEET Art No. ML80-1000 

Material: 304 Stainless Steel with fine Glass Blast finish 
 ± 75mm Side Shift travel 
 Suits all ML80 tool options 

Revision 01   Aug-18 

Ref. ML80-1000
•	 Max 80kg @ 400mm 
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 ± 75mm Side Shift travel

•	 Suits all ML80 tool options
•	 Revision

Note
Dimensions marked * reduced by 224mm if arm tool fitted in reverse position.
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Mobile lift manipulators
Multilift 80

Ballast

Ballast Data Sheet Art No. ML80-1010 

Revision 01 

 

 Stainless Ballast Blocks 
 Two blocks, total weight 33kg Ref. ML80-1010

•	 Stainless Ballast Blocks
•	 Two blocks, total weight 33kg
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Mobile lift manipulators

Multilift 80

Front Wheel Options

FRONT WHEEL OPTIONS DATA SHEET Art No. ML80 1020-1022 

Revision 01   Aug-18 

 

ML80 1020 Fixed Direct Front Wheel - 60mm Diameter Roller x 80mm Leg height 

 

ML80 1022 Swivel Direction Front Caster - 60mm Dia Front Twin wheel x 86mm leg height 

 

ML80 1021 Swivel Direction Front Caster - 75mm Diameter Front Twin wheel x 84mm leg height 

Ref. ML80-1020-22
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Mobile lift manipulators
Multilift 80

5th Wheel
5th WHEEL DATA SHEET Art No. ML80-1023 

Revision 01   Aug-18 

Lifter turns  
about 5th Wheel 

Retro-fit with 4 
screws 

 Ø60 Sprung loaded central 5th wheel 
 Helps with manoeuvrability by creating a pivot point for the lifter to turn about 
 Retro-fit with 4 screws 
 Suitable for use with swivel wheel options 

Ref. ML80-1023
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 Ø60 Sprung loaded central 5th wheel

•	 Helps with manoeuvrability by creating a pivot point for 
the lifter to turn about

•	 Retro-fit with 4 screws
•	 Suitable for use with swivel wheel options
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Mobile lift manipulators

Multilift 80

Central Foot Brake
CENTRAL FOOT BRAKE Art No. ML80-1025 

Revision 01 

Suitable for both steel and stainless steel models 
This is not a retrofit as it requires a special frame 

Ref. ML80-1025
•	 Suitable for both steel and stainless steel models
•	 This is not a retrofit as it requires a special frame
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Mobile lift manipulators
Multilift 80

Quick Change Lithium Ion 
Battery

Quick Change Lithium Ion Battery Art No. ML80-1050 

Revision 01 

 

External battery on quick release plug 
External charger 
Lithium Ion technology - longer life, faster charge 

Ref. ML80-1050
•	 External battery on quick release plug
•	 External charger
•	 Lithium Ion technology - longer life, faster charge
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Mobile lift manipulators

Multilift 80

Auto Levelling

Auto Levelling Art No. ML80-1075 

Revision 01 

Optical Sensor with adjustable position 

3 Modes: 
• On Off 
• Auto Up (example when box is removed 
• Auto Down (example when box is added) 
 

Ref. ML80-1075
•	 Optical Sensor with adjustable position

•	 3 Modes:
	ū On Off
	ū Auto Up (example when box is removed
	ū Auto Down (example when box is added)
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Mobile lift manipulators
Multilift 80

Encoder, PLC & Touch 
Screen ENCODER, PLC & TOUCH SCREEN Art No. ML80-1076 

Revision 02 

Programmable Pre-set Heights 
Touch screen Interface for Programming and selection 

Ref. ML80-1076
•	 Programmable Pre-set Heights
•	 Touch screen Interface for Programming and selection
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Mobile lift manipulators

Multilift 80

Carriage Extension
CARRIAGE EXTENSION DATA SHEET Art No. ML80-1800 

Material: 304 Stainless Steel with fine Glass Blast finish 

Revision 01   Aug-18 

Ref. ML80-1800
•	 Material: 304 Stainless Steel with fine Glass Blast finish
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Mobile lift manipulators
Multilift 80

Standard Mount Plate
STANDARD MOUNT PLATE DATA SHEET Art No. ML80-1900 

Material: 304 Stainless Steel with fine Glass Blast finish 
• Stainless Steel 

Revision 01   Aug-18 

Ref. ML80-1900
•	 Material: 304 Stainless Steel with fine Glass Blast finish
•	 Stainless Steel
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VINCA products
• Bridges crane and gantry cranes
• Jib cranes
• Hoists and winches
• Scissor Tables and scissor lifts
• Elevators/Lifts for loads (PLT)
• Dock levelers
• Moving Dock levelers (RMC)
• Coats Furniture
• Wheel-lok (Vehicle Immobilizer)
• Safety equipment for docks
• Vacuum lifters VACU-LIFT
• Industrial Manipulators
• Pallet Inverters /Tippers
• Levelers NIVELMATIC
• Tilters inclinator
• Skips
• Industrial fans
• Industrial fl exible doors, high speed doors
• Cold storage doors
• Fire doors
• Safety gates DOK-GUARDIAN
• Festoon for mobile equipment
• Lifting appliances
• Industrial Radio Controls
• After Sales Service for above equipment

 ATEX classifi ed equipment as option.  


